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HOSE INSULATIONHOSE INSULATION
XRP offers several products to protect engine hoses and wires in high temperature applications. The descriptions below will help you
choose the best product for your needs. All products are sold by the foot. Be sure to specify length when ordering.

FYRE JACKET FYRE FOIL II

FYRE TAPE NEW... FYRE FOIL LITE SLEEVING

FYRE TAPE is a 1" wide silver silicone tape product used to wrap
hoses, wires and cables for protection. This product is reinforced
with an embedded fiber and adheres to itself when wrapped in an
overlapping manner. FYRE TAPE is sold in 36' rolls.

PART NO. DESCRIPTION
320200 FYRE TAPE

FYRE FOIL II is a very lightweight fiberglass sleeving laminated with
a mylarized aluminum surface that provides radiant heat protection to
800°F. The mylar surface resists abrasion and brake fluid. Fyre Foil II
is NOT expandable and should be slipped over the hose BEFORE
assembly.

SIZE* I.D. FYRE FOIL II
3-4 Teflon 3/8” 320503
4 1/2” 320504
6 5/8” 320506
8 3/4” 320508
10 7/8” 320510
12 1” 320512
16 1-1/4” 320516
20 1-1/2” 320520
48 3-1/4” 320548
FYRE BLANKET 40” wide; sold by the foot 320500

SIZE* I.D. FYRE JACKET
3-4 Teflon - -
4 7/16” 320204
6 1/2” 320206
8 5/8” 320208
10 3/4” 320210
12 7/8” 320212
16 1” 320216
20 1-1/4” 320220

*Sized for stainless steel braided hose on page 1. Use I.D. dimensions
for other hoses or cables.

SIZE I.D. FYRE FOIL LITE
3-4 Teflon 3/8” 320703
4 1/2” 320704
6 5/8” 320706
8 3/4” 320708
10 7/8” 320710
12 1” 320712
16 1-1/4” 320716
20 1-1/2” 320720

*Sized for stainless steel braided hose on page 1. Use I.D. dimensions
for other hoses or cables.

FYRE JACKET is a smooth silver silicone-coated glass sleeving,
engineered to withstand continuous temperatures to 500°F.
Fyre Jacket can provide short term direct flame protection and is
expandable for easy installation over completed hose assemblies.
XRP has sized this product to provide a tight fit on our braided
stainless steel CPE hose.

SEE PAGE 67 FOR COMPLETE ASSEMBLY INSTRUCTIONS.

An ultra-lightweight fiberglass laminated sleeve with a mylarized
aluminum surface for radiant heat protection to 800°F, Fyre Foil Lite
has an internal seam for a smooth exterior with no visible stitching.
Abrasion resistant. Repels brake fluid. Fyre Foil Lite is NOT
expandable and should be slipped over the hose BEFORE assembly.


